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Why BSD?




Why BSD?

 The standard TCP stack makes 4BSD
UNIX the TCP researcher’s preferred

 4BSD is in all modern implementations
of UNIX
e Source code for standard TCP version
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NetBSD

 Pros
— Can be ported to several different

architectures (D Alpha, Amiga, Atari
1386-family, Macintosh, PowerPC, Sun
SPARC, etc.
e Cons
— Not easy to install
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NetBSD Installation

~loppy Drive Installation Necessary
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Problems
Device Driver Configuration Problems
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Floppy Drive Installation (1)

Create Kernel Boot Floppy (1)

Copy binary distribution sets (18)
Partition Hard Drive

Oppy
nstallation Floppy
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Floppy Drive Installation (2)

Start Installation
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eboot Kernel Floppy
Copy Kernel from floppy to Hard Drive

.
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503Mb

1121Mb

M
B| DOS [NetBSD ; NetBSD
R Root /usr

1624Mb
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Multi-architecture 08 =8




NetBSD F Dartit

20Mb  30Mb

/var

(Logs, Print (Kernel,
Spooler)

s
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Multi-architecture OS 1.
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e Cons
— Only available on 1386-family architectures

N
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FreeBSD Installation
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evice Driver Setup Menu
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CD-ROM Installation

e Create bootable floppy with CD-ROM
drivers

=Un mstaill proaram or D-ROIV

 Change Hard Drive Partition information
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e Reboot
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Internet Protocols Testbed

Equipment

Running FreeBSD with University of

Southern California’s network emulator
sof o and tcolib ffic aeneratior
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nternet Protocols | estbec

Sinks =  10BaseT 10BaseT Sinks

—

Source/ []] . _,@ Source/

— —

Em _}@4 T1 ‘ﬂmj_,
e <—>ﬁ-ll‘ rﬂ-li:—'

Router Router

Tl

a <«

3/26/96 Jim Griner



nternet Protocols | estbec
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nternet Protocols | estbec
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nternet Protocols | estbec

&@ 10F-10W

Foreground Traffic
(512k Bulk Data Transfer)
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Traffic S .

5F 10W =5 flows of FTP and 10 flows of Web
5F 15W
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eno w/ SACK
Vegas

4k-Window
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Goal

Recommend a TCP configuration

that Is satellite, as well as
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Timeframe

e PR started this week

e First results in July
* |n the meantime, we are conducting
simple experiments with Ohio University
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